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NOTE: Bradford White ICON System™ Accessory Packages are meant to complement the water heating system and do
not replace existing National/State/Local code(s) and/or manufacturer’s installation instructions. In the event that a water
heater needs to be replaced, all components are re-usable and can be removed and installed on a new water heater.

Introducing the Bradford White ICON System™

Accessory Packages. This incredible selection of water

heater accessories allows you to get more hot water 

for your money, higher efficiency, greater energy

savings, leak protection and full 7-day programmability.

Ask your contractor for details and make a great water

heater even better!

Easy to install, advanced
thermostatic mixing valve
allows higher stored water
temperatures, increasing
usable hot water by as 
much as 50% or more, 
while still providing
comfortable outlet
temperatures. Also 
includes multiple optional
water connections.

Save up to 36% with fully
programmable control!

Features 7-day/4-period
programming, easy
installation, easy-to-read
LCD display, temperature
setback, hot water

capacity indicator,
approximate temperature

readout, diagnostic display
codes for installation and
troubleshooting, and a battery
back-up.

BRADFORD
WHITE ICON
SYSTEM™

Standard equipment on
Bradford White Residential
and Light Duty Commercial

products* at no extra cost! 
*All Atmospheric Vent and Direct Vent Residential and 

Light Duty Models except High Performance and 

Mobile Home Models.

HONEYWELL
WV4460
CONTROL

Standard equipment on
Bradford White Residential and
Light Duty Commercial Power
Vent and Power Direct Vent
Models at no extra cost!

Power source for all of 
the Accessory Packages.
Incorporates a multi-
color LED status
indicator that monitors
the Accessory Packages.

Sends signal to Accessory
Module to sound the alarm if
a leak is detected. Sensor will
also send a signal to the
Accessory Module and ICON
Control to interrupt 
burner operation.

Installed around the base
of the water heater to
collect water in order 
to detect a leak if a 
drain pan is not present.

Automatically closes
off the cold water inlet

when a leak is detected
to help limit damage.

http://bradfordwhite.com/finda.asp

